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Where Reliability Meets Simplicity



‘I Ruggedized Connector & Port
Always Connected
Power
for
Longer

Shifts

Superior
Audio
Quality



Guard Tours Made Easy
@ Stay Focused. Mission Ready.

Guard
Your
Safety

Rotate.
Hear.
Well
done!
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Model P50E

Memory RAM (2 GB),ROM (32 GB)
Weight 200g

NFC Available

Sensor Gravity sensor

Numeric Keypad

Answer&Hang up key

Frequency Range

GSM: 850/900/1800/1900

WCDMA: B1/B3/B5/B8

TDD-LTE: B34/B38/B39/B40/B41 (Full Band)

FDD-LTE: B1/B3/B5/B7/B8/B18/B19/B20/B26/B28 (Full Band)

Core Frequency 2.0GHz
Operating System Android 12
Dimensions(HxWxD) 131*61*23.5mm

Screen 0.96-inch color LCD screen, 160 x 80 pixels
Location GPS/BDS/GLONASS/Galileo/AGPS

WLAN 2.4GHz&5GHz, 802.11 b/g/n

Speaker Power 2 W (rated), 3 W (max.)

Battery 4,000 mAh

Interface 9-pin audio connector, USB Type-C

Card Slot Nano SIM card slot x 1, TF card slot x 1
Operating Temperature -20°C to + 60°C

Storage Temperature -30°Cto + 70°C

ESD IEC 61000-4-2, (ESD) £ 12 kV (Air), £8 kV (Contact)
IP Rating IP68 (1.2m 1h)

Drop Resistance

1.5m

Certificate CE/Common Charging/EN18031
Man Down Support
Lone Worker Support

Hytera

Hytera Communications Europe

\

E—
A g

Accessories III

939 Yeovil Road, Slough, Berkshire,
info@hytera-europe.com | www.hytera-europe.com

Transportation

® Standard @ Optional

@ Battery @ Data Cable @ Adapter

@ Belt Clip

@ Wireless Remote

Wired Earpit
@ Wired Earpiece Speaker Microphone

@ Palm Microphone

@ Charger @ Multi-unit Charger @ Earpiece

RADIO

COMUNICAZIONI

BPG Radiocomunicazioni Srl
Via Nazionale, 13
10060 Pinasca TO - Italy
Tel. +39 0121800669
commerciale@bpg.it - www.bpg.it
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Hytera reserves the right to modify the product design and the specifications. In case of a printing
error, Hytera does not accept any liability. All specifications are subject to change without notice.





